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How to test different settings with a Öhlins PRC shock absorber on Scarver? 
 

 

Check of your settings before the tests: 
- « SAG » (difference between empty Scarver and when you are in): good if between 

35 and 40mm in A-Inter configuration. 
 

- Check your settings (refers to the drawing below): 
o Compression =  clicks. 
o Rebound =      clicks.  

 
 
 
In order to resume and help you to understand the settings principles, here are the 
exercises to do: 
 
- Close the compression at 5 clicks and make a slope.  

You feel the suspension harder. It could work on flat, well-groomed slope but as soon as 
there are bumps you lose the ski-snow contact. 
 

- Open the compression at 15 clicks and make a slope.  
You feel it much softer. The Scarver is less reactive and less dynamic. 
 
 

 
- Now, put the compression at 10 and open the rebound (D) at 21 clicks (maximal opening) 

and make a slope.  
You fill the rebound to fast. It throws you too fast at the end of the turns and on bumps.  

 
- Close the compression at 4 clicks and make a slope.  

You like it on flat slope but the shock absorber is too stiff when there are bumps. In fact, 
the rebound is too much slowed down, so the shock absorber has no time to extend and 
it can’t work fast enough to absorb the ground. 

 
 
Now, you understand what happened when you open / close the compression / rebound. 
Let’s find the perfect adjustment depending on the snow. 
The perfect compression setting will be between 7 and 13 clicks. 
The perfect rebound setting will be between 12 and 19 clicks. 
 
Take care : The rebound value must always be superior or equal to the compression value 
in order to let the shock absorber uncoil on a succession of shocks. 
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ÖHLINS PRC shock absorber for SCARVER® 
 
 
 

 Rebound  
 
Screw in the clockwise against the shock 
absorber (seen from the top) to reach 0 and 
then unscrew from the required number of 
“click”. 
- 0 click: rebound closed, very slow return 

- 15 clicks: Average adjustments 
- 25 clicks: Maximal until opening, very fast 
return 
(It is possible to open more than 25 clicks but 
there is no impact anymore on its way to work. To 
avoid dismantle, do not open much more than 25 
clicks)  

 

 
The rebound value must always be 
superior or equal to the compression 
value in order to let the shock absorber 
uncoil on a succession of shocks. 
 
 

Compression 
 
Screw in the clockwise against the shock 
absorber to reach 0 and then unscrew from 
the required number of “click”. 
- 0 click: Closed, very hard 

- 10 clicks: Average adjustment  
- 21 clics: Open to the maximum, very supple  
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